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SHAKER AREA MARSHALL AREA

” f ‘ There shall be a minimum of 6 exterior ventilated casement

- shal |l be 34 square feet. The number, size, and location of

\ \ or double hung windows. The minimum total area of opening
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windows may be adjusted to fit conditions. Suggested locations
PI_AN are shown on drawing.
SOLID DOOR

SOLID DOOR

The sink shall be double compartment stainless steel. Each
compartment shall be a minimum of 16”“x14”"x10"” deep. The sink
shall be drained to an outside wasteline. A trap is not required.
Water service |lines shall be copper or plastic having a diameter
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The lab shall be equipped with an exhaust fan capable of
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AIR CONDITIONER \ removing inside air at a rate of 400 CFM.

™ The fresh air vent shall be hinged to open or close manual ly
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\ \ 24" x 48" table shall be provided capable of holding a 200 Ib.
\\ \ masonry saw. The table shall have a minimum clearance of 36"

overhead.
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The water supply tank shall have a capacity of 500 gallons.

0 0 0 0 [ — RECEPTACLES —] Steps shall be provided for each of two entrance doors. Steps

o o for each area shall be made of. or covered with, a material
providing for a non-slip surface. They shal |l be heavy duty

‘

_ steps that are capable of withstanding heavy loadings and
== —] — — extensive use.
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[:::] The pressure tank on the pump shall be 20 gallon capacity

[:::] _ _ Lockss latches. and hinges for main doors shall be heavy duty
type to withstand the intense use in service.
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COUNTER TO Fiz 25— 4 3'6 ‘ The wall between the office and the work area shall be
[:E IL IN(E properly insulated to prevent the transmission of heat & noise
PARTITION SECTION A - A
The floor beneath the marshal |l area shall be heavily
reinforced.

The |ab shall be equipped with steel cable tie downs and
ground anchors at each corner of the lab.

Electrical service entrance shall be wired for 100 amps.

and have separate circuits for air conditioners. Convenience
outlets shall have a minimum spacing of 4 feet in counter areas.
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